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(iv) Reclosing pressure relief devices, 
rupture discs or permanent openings 
must not allow the release of lading 
during normal transportation condi-
tions (i.e., due to splashing or surging). 

(2) Closures. All openings, except per-
manent vent openings authorized in 
paragraph (g)(1)(iii) of this section, 
must be securely closed during trans-
portation. Packagings must be sub-
stantially leak-tight so as not to allow 
any more than dripping or trickling of 
a non-continuous flow when over-
turned. Closures must be designed and 
constructed to withstand, without ex-
ceeding the yield strength of the pack-
aging, twice the static loading pro-
duced by the lading in any packaging 
orientation and at all operating tem-
peratures. 

(3) Strength. Each packaging must be 
designed and constructed to withstand, 
without exceeding the yield strength of 
the packaging, twice the static loading 
produced by the lading in any orienta-
tion and at all operating temperatures. 

(4) Compatibility. The packaging and 
lading must be compatible over the en-
tire operating temperature range. 

(5) Markings. In addition to any other 
markings required by this subchapter, 
each packaging must be durably 
marked in a place readily accessible for 
inspection in characters at least 4.8 
mm (3/16 inch) with the manufacturer’s 
name, date of manufacture, design 
temperature range, and maximum 
product weight (or ‘‘load limit’’ for 
tank cars) or volumetric capacity. 

(6) Accident damage protection. For 
transportation by highway, external 
loading and unloading valves and clo-
sures must be protected from impact 
damage resulting from collision or 
overturn. Spraying equipment and the 
road oil application portion of a pack-
aging are excepted from this require-
ment. 

(7) New construction. Specification 
packagings that are being manufac-
tured for the transport of elevated tem-
perature materials must be authorized 
for current construction. 

(h) Exceptions—(1) General. Pack-
agings manufactured for elevated tem-
perature materials service prior to Oc-
tober 1, 1993, which are not in full com-
pliance with the requirements in para-
graph (g) of this section, may continue 

in service if they meet the applicable 
requirements of subparts A and B of 
this part and meet the closure require-
ments in paragraph (g)(2) of this sec-
tion by March 30, 1995. 

(2) Kettles. Kettles in service prior to 
October 1, 1993, which are used to 
transport asphalt or bitumen, are ex-
cepted from specific provisions of this 
section as follows: 

(i) Kettles with a total capacity of 
less than 2650 L (700 gallons), which are 
not in full compliance with the re-
quirements of paragraph (g) of this sec-
tion, may continue in elevated tem-
perature material service if they meet 
the applicable requirements of subparts 
A and B of this part and if, after March 
30, 1995, closures are secured during 
transport to resist opening in an over-
turn. 

(ii) Kettles with a total capacity of 
2650 L (700 gallons) or more, which are 
not in full compliance with the re-
quirements of paragraph (g) of this sec-
tion, may continue in elevated tem-
perature material service if they meet 
the applicable requirements of subparts 
A and B of this part and if, after March 
30, 1995, closures are secured during 
transport to resist opening in an over-
turn and no opening exceeds 46 cm2 (7.1 
in2). 

(3) Molten metals and molten glass. 
This section does not apply to pack-
agings used for transportation of mol-
ten metals and molten glass by rail 
when movement is restricted to oper-
ating speeds less than 15 miles per 
hour. (See § 172.203(g)(3) of this sub-
chapter for shipping paper require-
ments.) 

(4) Solid elevated temperature materials. 
A material which meets the definition 
of a solid elevated temperature mate-
rial is excepted from all requirements 
of this subchapter except § 172.325 of 
this subchapter. 

[Amdt. 173–227, 58 FR 3349, Jan. 8, 1993, as 
amended by Amdt. 173–234, 58 FR 51532, Oct. 
1, 1993; 173–237, 59 FR 28493, June 2, 1994; 62 
FR 51560, Oct. 1, 1997; 63 FR 52849, Oct. 1, 1998; 
65 FR 50461, Aug. 18, 2000; 66 FR 33436, June 
21, 2001; 66 FR 45382, Aug. 28, 2001; 67 FR 61013, 
Sept. 27, 2002] 

§ 173.249 Bromine. 
When § 172.101 of this subchapter 

specifies that a hazardous material be 
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packaged under this section, only the 
following bulk packagings are author-
ized, subject to the requirements of 
subparts A and B of part 173 of this sub-
chapter and the special provisions spec-
ified in column 7 of the § 172.101 table. 

(a) Class DOT 105A300W or 105A500W 
tank cars. Class 105A500W tank cars 
may be equipped with manway cover 
plates, pressure relief valves, vent 
valves, and loading/unloading valves 
that are required on Class 105A–300W 
tank cars. Tank cars must conform to 
the requirements in paragraphs (a) 
through (g) of this section. 

(b) Specification MC 310, MC 311, MC 
312 or DOT 412 cargo tank motor vehi-
cles conforming with paragraphs (d) 
through (f) of this section. Except when 
transported as a residue, the total 
quantity in one tank may not be less 
than 88 percent or more than 96 percent 
of the volume of the tank. Cargo tanks 
in bromine service built prior to Au-
gust 31, 1991, may continue in service 
under the requirements contained in 
§ 173.252(a)(4) of this part in effect on 
September 30, 1991. 

(c) UN portable tanks conforming to 
tank code T22 (see § 172.102 of this sub-
chapter) or specification IM 101 port-
able tanks conforming with paragraphs 
(d) through (f) of this section. Except 
when transported as a residue, the 
total quantity in one tank may not be 
less than 88% nor more than 92% of the 
volume of the tank. 

(d) The tank must be made from 
nickel-clad or lead-lined steel plate. 
Nickel cladding or lead lining must be 
on the inside of the tank. Nickel clad-
ding must comprise at least 20 percent 
of the required minimum total thick-
ness. Nickel cladding must conform to 
ASTM B 162 (IBR, see § 171.7 of this sub-
chapter). Lead lining must be at least 
4.763 mm (0.188 inch) thick. All tank 
equipment and appurtenances in con-
tact with the lading must be lined or 
made from metal not subject to dete-
rioration by contact with lading. 

(e) Maximum filling density is 300 
percent of the tank’s water capacity. 
Minimum filling density is 287 percent 
of the tank’s water capacity. Maximum 
water capacity is 9,253 kg (20,400 
pounds) for DOT 105A300W tank cars. 
Maximum quantity of lading in DOT 
105A300W tank cars is 27,216 kg (60,000 

pounds). Maximum water capacity is 
16,964 kg (37,400 pounds) for DOT 
105A500W tank cars and DOT 105A500W 
tank cars equipped as described in 
paragraph (a) of this section. Maximum 
quantity of lading in DOT 105A500W 
tank cars is 49,895 kg (110,000 pounds). 

(f) Tank shell and head thickness for 
cargo tank motor vehicles and portable 
tanks must be at least 9.5 mm (0.375 
inch) excluding lead lining. 

(g) Except as provided in 
§ 173.244(a)(3), tank cars built on or 
after March 16, 2009 and used for the 
transportation of bromine must meet 
the applicable authorized tank car 
specification listed in the table in 
§ 173.244(a)(2). 

[Amdt. 173–224, 55 FR 52663, Dec. 21, 1990, as 
amended at 56 FR 66275, Dec. 20, 1991; 68 FR 
75745, Dec. 31, 2003; 69 FR 76174, Dec. 20, 2004; 
74 FR 1800, Jan. 13, 2009; 75 FR 5395, Feb. 2, 
2010] 

Subpart G—Gases; Preparation 
and Packaging 

§ 173.300 [Reserved] 

§ 173.301 General requirements for 
shipment of compressed gases and 
other hazardous materials in cyl-
inders, UN pressure receptacles and 
spherical pressure vessels. 

(a) General qualifications for use of cyl-
inders. Unless otherwise stated, as used 
in this section, the term ‘‘cylinder’’ in-
cludes a UN pressure receptacle. As 
used in this subpart, filled or charged 
means an introduction or presence of a 
hazardous material in a cylinder. A 
cylinder filled with a Class 2 hazardous 
material (gas) and offered for transpor-
tation must meet the requirements in 
this section and §§ 173.301a through 
173.305, as applicable. 

(1) Compressed gases must be in UN 
pressure receptacles built in accord-
ance with the UN standards or in metal 
cylinders and containers built in ac-
cordance with the DOT and ICC speci-
fications and part 178 of this sub-
chapter in effect at the time of manu-
facture, and requalified and marked as 
prescribed in subpart C in part 180 of 
this subchapter, if applicable. The DOT 
and ICC specifications authorized for 
use are as follows: 
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